
Warranty  

SquareGlow is covered by a 1 year manufacturer’s 

warranty that covers defects in workmanship and 

material. This does not cover misuse, neglect, abuse, 

accident, or water damage. For warranty claims and 

details, please visit www.SquareGlow.com. Always keep 

your original shipping box in case the devices needs to 

be returned or repaired. 

Customer Service 

• Customer Service / Tech Support Hours: Monday - Friday: 

10am - 4pm (After hours email julio@SquareGlow.com)

• Contact us over the phone: (317) 550-5280

• Or request to schedule an appointment at 

www.SquareGlow.com

Please contact our customer service team if you are experiencing 

problems or need more detailed information. 

SquareGlow Receiver

Our wireless doorbells are expandable to add more receivers and transmitters 
including accessories like door and motion sensor.

Mini door senor is a great option to protect your house or shop. They are not 
easy to be found and can be easily paired with doorbell receiver. 
Adding a door sensor can provide you with a door entry chime/alert system or 
window/mailbox alert system.

One doorbell receiver can work with 20 transmitters at most nd each transmitter 
can be set to di�erent or same chime/music.

1 door sensor ( transmitting part & magnetic stripe), 1 button battery 
(3V CR1632), adhesive tapes on backside of 2 parts.

1. The radio frequency signal of door chime cn be a�ected by metal, 
walls, installation height, and interference signals from other products. 
Its working range is 150-200 meter in open area. Please �rst test the 
operating range you desire at 3.3 feet height at least. And set chime 
before installation if needed.

2. Mini door sensor is for indoor use (non-waterproof ). Please take out 
the battery insulating stripe before use.

3. Door sensor will be triggered and indcator will light up whenever the 
two parts are separated more than 0.4 inch. 

4. Please stick the mini door sensor onto even and clean surface and 
note that sticker will have poor adhesion if you attach it to a dirty or 
uneven surface. Sunlight or water will also e�ect the adhesion over a 
longer period of time. 

1. Volume Adjustment of Receiver
There are 4 levels of volume for choosing. Find the Volume Control Button on front 
of receiver. Press this button repeatedly to get desired volume level.

2. Music/Chime Selection of Receiver
There are 52 tones. Use 2 tone control buttons on receiver to cycle through the 
di�erent tones.
To set and activate the chosen or desired tones. Follow step 3.

3. Pairing Door Sensor and Setting Music/Chime
a) Select a desired tone for one sensor by pressing the tone control buttons on 
receiver.  (Refer to step 2)

b) Set Receiver into learning mode (pairing mode) by pressing the Volume Control 
Button on receiver for 5 seconds. Then you will hear a “pairing alert chirp” and see 
fast CONTINUOUS LED �ashing on the receiver-- this will indicate the pairing ready 
status.

c) Next, quickly trigger the sensor within 5 seconds (see Note1) by separating the 
two parts of door sensor. You will hear the music/chime you selected, which means 
that your operation is completed successfully. 

Note 1: You must trigger the sensor within 5 seconds after entering learning mode 
since receiver will exit the mode automatically without getting signal from sensor 
after 5 seconds.  

User Manual for Doorbell Accessories 
Mini Door Sensor

Receiver suddenly can’t get signal from transmitter and doesn’t ring.

Reason 1: Low-power battery in transmitter. The less power in transmitter, 
the shorter range is.
Solution 1: Replace with a new battery.

Reason 2: Reset the receiver by accident so that transmitter is not paired 
with receiver any more.
Solution 2: Re-pair receiver with transmitter following the Operation 
Instructions. 

Reason 3: Plug of receiver is loose.
Solution 3: Re-plug your receiver.

Low Power Alert
in normal status, blue indicator will light up once when it is triggered; 
but in low power state, indicator will make 2 more quick �ashes after the normal 
one. Battery type 3V CR1632.

2. Mini Door Sensors Installation
Door sensor works no matter which side (left or right) of the transmitting part the 
magnetic stripe is installed at.

a) Ensure all surfaces are clean by wiping the installation area with clean cloth.
b) Find the adhesive stickers on backsides of 2 parts of the sensor, tear o� the left side 
of the stickers and stick them respectively onto even surface like edge & frame of a 
door or window (Gap between 2 parts: <0.4 inch: Height: 3.3 feet ) Finally press for 10 
seconds. 

4. For Pairing Additional Sensors
Just repeat Step 3a-3b-3c for each additonal transmitter.

Note 2: ) Pair and set only one transmitter at a time to avoid interference and 
ensure successful operation. Di�erent or the same music/chime can be set for 
multiple transmitters.

5. Reset (Clearing out settings)
To clear out all settings, press the Music Control Forward button for 5 seconds, 
you will hear a “pairing alert chirp” and see a single quick �ash, then the 
music/chime of receiver will turn into the default one (Ding Dong) and pairing 
will be unset and cleared. You can trigger a transmitter to verify. 

Before installation, please test if the operating range you choose is working and 
set music/chime if needed.

1. Receiver installation 
a. Battery Insert: Put in three AA batteries then you can choose whether to hang it 
up or put it on desk. 

b. Micro USB: Plug Micro USB in front of the receiver and plug adapter into 
standard outlet in room, then you can choose whether to hang it up or put it on 
desk. 

Low Power Alert

a) Open the transmitting part of door sensor from cover removal slot. 
b) Find the battery case and take out battery.
c) Replace the battery. Please note that the surface with 
“+” and “CR 1632” should be up. 

DC 5V Adapter ON/OFF

Full Bright/
Half Bright Short press: Select Colors/

Long Press: Turn on/off light

Short press: Select ringing 
tone / Long Press: Clear 
pair

Short press: Adjust Volume/
Long Press: Pair 
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